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Abstract—This paper presents a novel resilient dis-
tributed optimization algorithm for a network of agents.
It guarantees that the local estimates of agents converge
close to the optimal solution of the original optimization
problem, even in the presence of unknown but bounded
attacks on both the agent’s local computation and commu-
nication network. To this end, a virtual state is introduced,
which also enables each agent to identify the compro-
mised communication links in real-time and in a distributed
manner. The distributed algorithm imposes no restrictions
on the maximum tolerable number of attacks, and it does
not require high network connectivity and trusted/secured
agents or edges. A numerical example is provided to illus-
trate the results.

Index Terms— Cyber-attacks, distributed optimization,
resilient distributed algorithm, attack identification

[. INTRODUCTION

ISTRIBUTED optimization has received significant in-

terest over the last decade, driven by its numerous po-
tential applications, including sensor networks [1], intelligent
transportation system [2], multi-robot coordination [3], power
systems [4], and machine learning [5]. In a distributed opti-
mization problem, a network of agents which share the same
decision variable cooperate over a communication network to
minimize a global objective function. This global objective
function is the summation of local objective functions of
individual agents. Distributed optimization is highly desirable
over the centralized framework due to several key advantages,
including its scalability, robustness to a single point of failure,
and the potential to preserve the privacy of the agent’s local in-
formation, such as their local objective function. However, the
reliance on a communication network exposes the networked
agents to cyber-attacks [6]. In particular, an attacker could
inject malicious signals into the agent’s local computation
and/or the communication links, driving the solutions of the
agents away from the global minimizer and, in the worst case,
preventing the local estimation of the agents from converg-
ing [7]. Therefore, it is crucial to ensure the resilient operation
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of the distributed optimization algorithms in the presence of
unknown cyber-attacks.

Resilient distributed optimization in the presence of cyber-
attacks has received increased attention in the last few years.
The line of work [8], [9] focus on designing resilient dis-
tributed optimization algorithms against adversarial agents.
These agents, whether faulty or under attacker’s control, trans-
mit incorrect information to neighboring agents. For example,
the work [8] proposes an algorithm removing extreme local
estimates of F' agents at each iteration, converging to a convex
hull of non-adversarial agents’ local minimizers. However, this
assumes agents know the maximum number of adversarial
agents and requires high network connectivity. In contrast,
the work [9] introduces a method based on trusted agents
forming a connected dominating set, ensuring convergence to
a final solution within the convex set of minimizers but faces
challenges in practical scenarios. Notably, the work in [8],
[9] do not distinguish between adversarial agent presence and
communication network attacks. As a result, the convergence
of local estimates to the optimal solution of the original
problem in the absence of adversarial nodes and with or
without compromised communication links, is not guaranteed.
The work [10] proposes a distributed reputation-based strategy
aimed to identify and isolate adversarial agents that transmit
the same incorrect information to all their neighbors. However,
it requires increased communication burden and its effective-
ness hinges on the selection of an appropriate threshold value.
Moreover, there is a risk that the system may become unstable
before the adversarial agents are successfully identified.

This paper focuses on a scenario in which both the commu-
nication network and the update of the agent’s local estimate
(agent’s local computation) are subjected to unknown attacks.
In contrast to the work in [11], [12], which focus on denial-of-
service attacks on the communication network, this paper aims
to design a resilient distributed optimization algorithm against
false data injection (FDI) attacks. A novel filtering strategy
is proposed in [13], ensuring that the local estimates of the
agents converge to the original optimization problem under
FDI attacks on the communication network. However, this
strategy comes with certain limitations, including restrictions
on the maximum number of links that can be attacked and
constraints on the network’s connectivity. Moreover, it is
assumed that at least one outgoing link of each agent is secure.
A resilient distributed optimization based on trusted edges is
proposed in [14], ensuring that the local estimates converge
near the optimal solution. However, it requires that at least one
edge for every agent be secure or trusted and that these edges
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are also known to all nodes within the network. In practice,
this requirement is challenging to realize. Finally, the authors
in [15] propose a resilient distributed optimization algorithm
that does not impose any restrictions on the maximum number
of links that can be attacked. However, it is assumed that the
adversary can only inject the same quantity of attacks into
the links connected to an agent. Moreover, the work does not
take into account attacks on the update of the agent’s local
estimate, that is the agent’s local computation.

This paper presents a novel resilient distributed optimization
algorithm which ensures the local estimates of agents converge
closely to the optimal solution of the original optimization
problem, even under unknown but bounded attacks on both
the agent’s update of its local estimate and communication
network. To achieve this, a virtual state variable is intro-
duced, which also enables each agent to identify compromised
communication links in a real-time and distributed manner.
Specifically, the main contributions of the proposed resilient
distributed optimization algorithm are listed as follows:

o In contrast to the settings in [13]-[15], we consider

a scenario where both the agent’s update of its local
estimate and communication channel are subjected to FDI
attacks. Moreover, the adversary is able to insert different
injections into each communication link.

o Unlike the strategies in [8], [9], the proposed strategy
ensures that all local estimates converge closely to the
optimal solution of the optimization problem.

o In contrast to the strategies in [8], [9], [13], [14], the
proposed strategy imposes no restrictions on the maxi-
mum number of tolerable adversarial edges and agents.
Moreover, it requires neither high network connectivity
nor the existence of trusted/secured agents or edges.

o Unlike the method in [10], the distributed attack identifi-
cation method in this paper does not require a threshold
value and two hop information. Most importantly, it
ensures the system’s stability during the identification.

The paper is organized as follows. After formally formulat-
ing the problem in Section II, the proposed resilient distributed
optimization algorithm together with the distributed identifi-
cation strategy are presented and analyzed in Section III. The
proposed algorithm is demonstrated via a numerical example
in Section IV. Concluding remarks are presented in Section V.

II. PROBLEM FORMULATION
A. Notations and Preliminaries

The Euclidean norm of a column vector x € R" is denoted
by || # ||, and 2T is the transpose of a vector z. We use I, to
denote the n x n identity matrix.

The gradient of a differentiable function f : R? — R

L
is defined as Vf(z) = Jaaj;(f)w“ U@ where %

) Ox
represents the derivative of f with respect todxi when all other
component of z are fixed. A function is said to be locally
Lipschitz if for every z, € R"”, there exits a neighborhood
Np(zo) such that [|f(z) = f(y)ll < K(z,) ]l —yl| for all
x,y € N,(x,) with a constant K (z,) depending upon N,.(z,).
A differentiable function f is strictly convex if and only if

(y—x) " (Vf(y) = Vf(z)) >0, forall z #y € R". (1)

Next, we provide a background of graph theory that we
will use in the sequel. Let G = (), £) be an undirected graph
with a set of nodes V = {1,2,---,n} and a set of edges
€ C V x V. An edge (i,j) € £ denotes that node j can
receive information from node i. Since graph G is undirected,
we have (i,5) € £ < (4,4) € £. The neighbor set of node i is
defined as NV; = {j|(j,i) € £,j # i}, and |[N]| is the cardinal
number of set ;. The undirected graph G is connected if there
exists no isolated nodes in the graph. A Laplacian matrix L
associated with an undirected graph G is defined as

|V if i = j,
L= [l,‘j], li]‘ =¢ —1 if i £j and(i,j) eé,
0 otherwise.

All the eigenvalues of L are nonnegative. Furthermore, if the
graph G is connected, the null space of L associated with G
is one-dimensional and spanned by the vector 1,,.

B. Problem Statement

Consider a network of n agents, where every agent has a
local (private) objective function f; : R — R. The agents aim
to distributedly solve the following optimization problem:

zeR

minimize Z fi(2) (2)
i—1

where the functions fi,---
the following assumption.

, fn and the solution to (2) satisfy

Assumption 1. The functions f1, f5,- - , f, are strictly con-
vex and continuously differentiable. Furthermore, the gradients
Vfiforallie {1,2--- ,n} are locally Lipschitz. In addition,
the set of optimal solutions to the problem (2) is non-empty,
and that the minimum of the sum of all the functions is finite.

Remark 1. The assumption on V f; to be locally Lipschitz
can be found in different real-world examples such as local-
ization using networked cameras [16] and demand response
applications in power distribution systems [17].

Let z* € R denote the optimal solution to (2). Furthermore,
let us introduce a stacked column vector z = [z1,- -+ ,z,]T
with x; € R denotes agent 4’s local estimate about the optimal
solution x*. The problem in (2) can then be written in an
equivalent form as

minimize
reR™

2 5
subject to x1 =x2 = --- = x,.

It is worth noting that if the optimal solution is p-dimensional,
then x* € RP. In this case, the above formulation and subse-
quent discussion can be analogously carried out by defining
x = [2F 2T ... 2T]T € R™ where x; € RP. Next, let
us assume that the agents can communicate between them-
selves whose communication network topology is modelled

as graph G which satisfies the following assumption.

Assumption 2. Graph G is undirected, static, and connected.
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Fig. 1: A network of four agents communicating with each
other to solve an optimization problem distributively where
agent ¢ has a local objective function f;. An attacker inserts
bounded injections into both the communication links and
local computation of the agents.

In order to obtain the solution to (3) each agent updates its
local estimate x; according to the following update rule

2i(t) = ui(Ci(t), (y; (1)) jen:) 4)

where u;(t) is the update of agent i’s local estimate (agent ¢’s
local computation), ¢;(t) denotes the local information (which
depends, e.g., on z;(t)) of agent ¢, and y;(¢), which will
be defined later, is the information that agent j sends to its
neighboring agent .

In practice, the updates of the agents’ local estimates and
the communication channels are vulnerable to cyber-attacks. In
this paper, we consider FDI attacks on both the agent’s update
of its local estimate and communication channels as illustrated
in Fig. 1. The adversary aims to destabilize (4) or to prevent
the agents from achieving optimality as will be illustrated in
Example 1. Specifically, the attack on agent ¢’s update of its
local estimate can be modelled as

’U,;-l (t) = U4 (t) + 5uz (t)a (5)

where u%(t) is the compromised update of the agent’s local
estimate under unknown injection d,,;(t). Furthermore, agent
1 may not receive the true information from its neighboring
agent j, that is the possibly corrupted information that agent ¢
is receiving from its neighboring agent j takes the following
form

yig () = y; (1) + 6i5(t), J € Ni, (6)

where 6;;(t) is the malicious signal injected into the communi-
cation link (j,7) € £. In contrast to prior works [8], [9], [13],
[14] which limit the number of attacks while leaving their
magnitude unrestricted, we do not impose any restrictions on
the number of attacks. However, we assume that the attacks
have a bounded magnitude, i.e., the injections satisfy the
following assumption.

Assumption 3. The injections d,,(t), ;;(t) and their deriva-
tives are all uniformly bounded.

Remark 2. Assumption 3 is reasonable in practice since
physical signals typically have known ranges, for instance,
in several studies of power system applications [18], [19].
Furthermore, an injection of unbounded magnitude can be
easily rejected using a threshold check [20]. That is, given
the proposed update rule, which will be described later, the
agent utilizes the knowledge of the ranges of physical state
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Fig. 2: Distributed optimization algorithm (9) under cyber-
attacks. The attacker was able to prevent the agents from
estimating the optimal solution z* = 1.

x;(t), auxiliary variable z;(t) and the gain S to estimate the
ranges of y; and u;. Subsequently, it verifies and disregards
the (potentially corrupted) received information v (¢) if it falls
outside the estimated range.

Remark 3. As an example, the bounded injections d,;(t) (and
similarly d;,(¢)) can take one of the following forms:
1) Uniformly bounded injections: That is, ||0,;(t)]c0 < (1
and ||(5m(t)\|oo < (¢ for some constant (1, o.
2) Finite-gain injections: Injection §,;(t) is generated by
exogenous finite- Ly-gain dynamics of the state x(t), that
is, 0, (t) satisfies the following differential equation

dui(t) = g(6ui(t), 2(1)). (7)
This can be interpreted as the input-to-state (i.e., from
z(t) to d,;(t)) stability of the attack dynamics.

The update of local estimate (4) in the presence of unknown
attacks can then be written as

T; (t) = U, (f, (t), yz(’Lj (t)) + Oui (t), j e M ®)

Example 1. The authors in [21] proposes a distributed PI
algorithm to solve (3) whose update rule (4) is given by

SL‘l(t) = Z ( + Z Z] - Zz vfz(xz( ))
JEN; JEN;
4(t) = Y (@i(t) —z;(1))
JEN;
)

where z;(t) is an auxiliary state of node i. Here, the local in-
formation is £;(t) = {z;(t), —|N;|(x; (t)+2:(t)) =V fi(x:(¢)) }
and the information sent by node j is y;(t) = {x;(t), z;(t)}.
An adversary could destabilize (9), as illustrated in Fig. 2, by
inserting bounded injections into the local computation and
communication links designed in Section IV.

The objective of this paper is to develop the update law
in (4) so that in presence of unknown but bounded cyber-
attacks, the local estimate of the agents x;(t) converge closely
to the optimal solution =* of (3), i.e., for any € > 0,

i={1,2.---,n}.
1. MAIN RESULTS

In order to make all the agents’ local estimates achieve (10)
in the presence of unknown but bounded attacks, we design
the update rule (4) as follows:

wit) = Lia(t) + Y (yia () — ys2(t)
JEN:

ZyJS

JEN;

. ) | <
tlggo\xl(t) ¥ <, (10)

5(0) = ¢ (11)
L — 22



where local information ¢;(t) = {¢; 1(t), ¢; 2(t)} are given by

Cia(t) = =Nl (2i(t) — Bzi(t)) — BV fi(xi(t)),
Cia(t) = =BINilai(t) — (1 + |Nif)zi(t)

and the information that agent j sends to its neighboring agent
Y (t) = {y;.1(8),y;.2(t), y;,3(t)} are given by

Y1 (t) = z;(t), yj,2(t) = Bz;(t), yj3(t) = 2;(t) + B (751)2-)

(
In the above, the scalar gain S > 0 will be designed for
ensuring resiliency. Note that in contrast to the physical state
x;(t), the auxiliary variable z;(¢) does not have any physical
meaning and thus it is also called as a virtual state variable.
The local estimate’s update rule (11) in the presence of
unknown attacks can then be written as

Fi(t) = —ING| (i) = Bzi() + D [ (8) + Gz (8)
JEN;
—B2;(t) + 6ij2(t)] — BV fi(w(t)) + ui(t) (13)
g(t) = =BINGlza(t) — (L + INiDzi(0) + Y [25(0)
JEN;
+Bx;(t) + dij ()]
where the adversary may insert different injections

0ij1(t),0:52(t),055,3(t) into different information being
exchanged given in (12).

Next, by defining vectors z(t) = [z1(t), -+ ,z,(t)]7 and
2(t) = [21(t), -+ , 2, (t)]T we can write (13) under unknown
attacks 9, (t), 9i5,1(t), 9i5,2(t), 0:5,3(t) in a compact form as

#(t) = —Lx(t) + BLz(t) — BV f(x(t)) + d(t)

i(t) = —Hz(t) — BLx(t) + d'(t)
where [ denotes the Laplacian matrix associated with
the communication network topology G, matrix H =
L+ I, Vf(z(t) = [VA(21(t), -, Va(a(t)]" and
the injections d(t) = [d;i(t),---,d,(t)]T and d'(t) =
[d}(t),---,d,(t)]T are given by

Z 61] 3

()_6u1 +Z 2]1 +5132
JEN; JEN;

(14)

In the following it will be shown that the update rule (14)
ensures (10) and the proposed resilient distributed optimization
algorithm also enables the agents to distributively identify the
compromised communication links.

A. Analysis of Resilient Distributed Optimization

Theorem 1 below is the main result of this paper and shows
that the objective (10) is achieved under update law (14).

Theorem 1. Consider the dynamics (14) where the local
objective functions f; and its gradient satisfy Assumption I,
the communication graph G associated with Laplacian matrix
L satisfies Assumption 2, and the injections d(t),d’(t) satisfy
Assumption 3. Then, for any given € > 0, the objective in (10)
is achieved under all large values of (.

€

Proof. Let x¢ = [, ,2¢]T, 2¢, d°, and d’® denote the
equilibria of system (14), respectively. At the steady state

of (14), we have

0=—La®+ fLz° — BV f(z°) + d° (15)
0=—Hz°— BLx®+d°.
Substracting (15) from (14) and defining the error states
T(t) = x(t) — 2%, Z(t) = 2(t) — 2%,
d(t) = d(t) - d°, d (t) = d(t) - d°,
the error system becomes
z(t) = —Lz(t) + BLZ(t) — BIV f(a(t)) — V(2°)] +d(t)
3(t) = —Hz(t) — BLE(t) + d (1)
(16)
Next, consider the following Lyapunov function
V = B8z|? + BIZ* + 227 Ld — 22" Ld .
Taking the derivative of V' along (16) yields
V = 287" L7 + 28%F 1z — 2B%T [V f (z) — V f(2°)]

+2877d — 28T Hz — 2825 1% + 2877d + 227 Ld
9T HId — 287 LLd + 30— 257 Ld
+277LLd — 2877 LLd
+28(d) LIV f(x) = V(

n

= 267" Lz — 26 ) _(Vfi(wi) - V i)z + 267" d

i=1

2¢)] — 24 Bd

_ =/ — —
2877 LLd — 277 Ld + 277 LLd — 287" LLd

=WV
+28(d)T LIV f(z) — V f(2°)]
1257 Ld— 22T HIA.

::VQ

—28zTHz + 2877d

Smce matrlx —H is Hurwitz we then have V; < 0 for ||Z|| >
(||d ||+ﬁ||Ld||+5||HLdH) Next, since the function f;

)\mm
is strlctly convex, we have (Vf;(x;) — Vfi(x$))Z; > 0 when
x;(t) # x¢. Furthermore, as the injections and their deriva-

tives are unlformly bounded, the term —23% 71" | (V fi(xi) —
Vfi(x¢))Z; dominates all the other terms in V; and thus it
can be concluded that V; < 0 for any sufficiently large gain
B > 0. Therefore, we have T(t) — 0, that is z:(t) — z¢ for
any sufficient large gain g > 0.
The next step is to prove that x¢ converges to x*1,, as the
value of S increases. The second equation in (15) yields
La® = l(—H,ze +d'°).
B
Hence, we have z¢ — c¢l,, for some ¢ € R and for all
sufficiently large values of [. Next, multiplying the first
equation in (15) from the left by IZ and substituting z{ = ¢

results in .
0=-8>_ Vfilc)+1]d.
i=1



We can write the above equation as

n T e
>V =
i=1
Observe that Y . Vfi(c) — 0 as the gain S increases.
Furthermore, since .., fi(Z) is strictly convex we have
St Vfi(z*) = 0 where the optimal solution z* to (2)
is unique. Comparing the above two equalities, it can be
concluded that ¢ — z* and thus z¢ — z*1,,. O

Remark 4. One can determine the gain [ in practice through
the following approaches: (i) initiate with a considerably
large (3 based on the worst estimate of the attacker’s injections;
(i1) in cases where estimating the worst injection magnitude
is challenging, commence with a lower beta to guarantee the
boundedness of local estimates, subsequently increasing beta
until achieving satisfactory performance.

B. Distributed Attack Identification on the
Communication Links

Another feature of the proposed resilient control algorithm
is its ability to identify in real-time and distributed fashion
whether the communication link (j,7) € £ is compromised.
The idea is that for agent ¢ to estimate the physical state x;(¢)
using the possibly compromised information y7; 1, ys; o, ¥5 3
received from agent j and are defined as

y%’,y(t) = yj,’y(t) + 6ij,’y(t)v .7 € A/h Y= 1a273

where y; (t) is given in (12). To this end, using the compro-
mised information yg; ,(t), yf; 5(t) and for a given communi-
cation link (j,7) € &, node ¢ can estimate the neighboring
physical state x;(t) according to

500 = 5 (a0 - 22200).

Next, we propose the following test criterion for node i
to detect if the information received from node j, i.e., the
communication link (j,¢) € &, is being corrupted at time ¢.

(18)

a7)

Detection test: yy; | (t) = &4(t).

The following proposition summarizes the result on distributed
attack identification on the communication link.

Proposition 1. Given the detection test criterion (18) and a
communication link (j,i) € £. We have the following results.

1) If equality (18) does not hold, it can then be concluded
that at least one of the information received from node
j is corrupted, i.e., communication link (j,i) € &£ is
compromised.

2) If equality (18) holds, then either there is no attacks
on the communication link or the adversary successfully
launches a stealthy (undetectable) attack.

Proof. If the equality (18) does not hold, it means that at
least one of the values of §;;1(t), d;;,2(t), d;;,3(t) is not equal
to zero, i.e., at least one of the information being transmitted
is corrupted. If equality (18) holds, that means either all the
values of 0;;,1(t), 0;5,2(t), 0;;,3(t) are equal to zero (i.e., there

is no attacks on link (j,7)) or the adversary is able to choose
the values of d;;.1(t), d;5,2(t), di;,3(t) to satisfy (18), i.e., the
attack cannot be detected (stealthy) by the test (18). O]

Remark 5. In order to launch stealthy attacks, the adversary
must know or learn the structure of y;1,¥y;2,¥;3 in (12).
However, it is very challenging for the adversary to learn the
structure in (12) as they (including the gain /5 and the auxiliary
state z;(t)) are considered as local information for each agent.

Remark 6. After identifying the compromised links distribu-
tively, one can then remove those links and if necessary
reconfigure the communication network topology, e.g., using
the distributed algorithm proposed in [22], to ensure the
network’s connectivity. This strategy becomes practical in
situations where increasing /3 to any values is not permissible.

IV. AN ILLUSTRATIVE EXAMPLE

In this section, the efficacy of the proposed resilient dis-
tributed optimization algorithm is demonstrated and evaluated
via a numerical example. Consider a network of four agents
whose network topology is shown in Fig. 1. The agents aim
to solve distributively the optimization problem (3) with the
local objective function of each agent given by

f (1‘1) = 041‘% — 4z, + 1, fg(l‘g) = 06.13% + 2z 4 3,
f3(z3) = 0.222 + 3x3 — 4, fi(xs) = 0.82% — 5ay + 2.

To this end, each agent implements the resilient distributed
optimization algorithm (14) under cyber-attacks where an ad-
versary inserts injections to the updates of the local estimates
of agents 2, 4 and also to the communication links between
agents 1 and 2, 3 and 4, 2 and 4. Specifically, the injections
d(t),d'(t) are launched according to

d(t) = Syd(t) + Ba(t), d'(t) = Syd(t) + Bx(t).

where matrices S; = —0.51,,, 5, = —0.31,,, and matrix B
is randomly chosen. The simulation results for different gain
values 8 = 20,150, and 500 are shown in Fig. 3. It can be
observed from Fig. 3a that at a lower [ value, despite the
bounded nature of the agents’ local estimates, the consensus
is not achieved and their values differ from the optimal
solution z* = 1. As the gain [ increases, the agents’ local
estimates reach consensus and their values approach z* = 1,
as depicted in Figs. 3b, 3c and further elucidated in the proof
of Theorem 1. In addition, the agents’ local estimates converge
faster to the equilibrium point with an increase in the gain f.

Finally, each agent implements the detection test (18) to
identify which communication links are compromised. As an
example, agent 1 is able to identify that the communication
link (2,1) € £ is compromised while the link (3,1) € £ is
attack-free, as illustrated in Fig. 4.

V. CONCLUSION AND FUTURE WORK

This paper presents a novel resilient distributed optimization
against unknown but bounded attacks on both the agent’s
update of its local estimate and communication network. It
is shown that the proposed distributed algorithm ensures that
local estimates of all the agents within the network converge
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Fig. 3: Trajectories of the local estimates x; under update rule (11) for different values of 8 and in presence of cyber attacks.
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Fig. 4: Attack detection by agent 1 on links (2, 1) (top figure)
and (3,1) (bottom figure) using detection test (18).

closely to the optimal solution of the original optimization
problem. Furthermore, the proposed framework also enables
each agent to identify in a real-time and distributed manner
the compromised communication links. A numerical example
demonstrates the efficacy of the proposed strategy. In the future
we aim to investigate the resilient distributed optimization
which involves the agent’s physical/system dynamics. In addi-
tion, the issue of noisy local estimates will also be addressed.
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